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Rough Wall Opening
5-3/4" (146mm) wide
5-3/4" (146mm) high

4-1/8" (107mm) minimum
recessed depth

ConstruCtion:

Fabricated of type 304 14-gauge (1.9mm) stainless steel.  All welded construction with exposed surfaces having a #4 satin-finish. 
5" (127mm) diameter and 4-1/8" (105mm) deep to accommodate standard toilet tissue roll. Flange is 7" (178mm) square.  
Stainless steel mounting hardware provided.

instALLAtion:

For compliance with ADA Accessibility Guidelines install unit so that centerline of paper holder is between 19" (483mm) 
minimum above finished floor (AFF) to 44" (1118mm maximum AFF and leading edge of roll is no farther than 36" (914mm) 
from back wall behind commode. Recommended mounting height off floor 22-1/2" (572mm). Recess mount paper holder into 
wall  opening. For shallow wall mount plate to back of holder with two 1/4" x 1-1/5" (6.35 x 35mm) bolts screwed into welded-on 
T-nuts from chase side of wall.

Maximum Security Rear-Mounted Recessed Toilet Paper Holder shall be Model MSA-1 of Gamco Commercial 
Restroom Accessories, One Gamco Place, Durant, OK, 74701-1910

MAxiMuM seCurity
reAr-Mounted reCessed 

toiLet PAPer HoLder
MsA-1


