RECESSED DOUBLE
GAMCD TOILET TISSUE 212 DBL

Technical Data PAPER HOLDER
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Average Mounting Height Off Floor
22" 559mm

Rough Wall Opening
11-3/4" (298mm) wide Y
5-1/4" (133mm) high
2" (51mm) minimum
recessed depth

CONSTRUCTION:

Stainless steel recess shells are stamped from 22-gauge (0.8mm) corrosion resistant type 304 stainless steel and are polished
or stained. Projecting posts are die cast from highest quality virgin zinc alloy zamak to meet ASTM standard B-86. Castings
are highly polished and plated with chrome or satin chrome. Roller material as listed under each model number. All rollers are
spring actuated. Recess shells are pre-assembled using a 14-gauge (2mm) galvanized steel clip and 4 machine screws.

CAPACITY:
Holds two standard core toilet tissue rolled up to 5-1/4" (133mm) diameter.

NOTES:

If wood blocking is available, install recess shell into opening using 4- #8 x 1-1/4" (32mm) flathead stainless steel screws
provided.

Recessed Double Toilet Tissue Holder shall be Model 212 DBL of Gamco Commercial Restroom Accessories, One
Gamco Place, Durant, OK, 74701-1910

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 02/05/16 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2016 by Gamco Commercial Restroom Accessories



